MD-390

Use Time-Division Multiple-Access
(TDMA) digital technology

MD-390

¢ Analog and Digital Combine e 1750Hz Tone
DMR Dlgltal tWO'Way radio e Actual size: 126*58*37mm * |P67 waterproofed
(w/o antenna) ¢ 8 hours digital voice recorder
e 3200mAnh Li-ion Battery ® Firmware upgrade
e Compatible with Mototrbo Tier | & I ¢ Private/Group/All Call
e Quick Text Message e Enhanced encryption
e | one Worker e Zone selection via sidekey

General Transmitter Receiver
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. . Channel Spacing 12.5KHz Adjacent Channel Power <-60dB Co-channel Rejection >-12dB
Analog and Digital Combine
Operating Voltage 7.4V Free Time Slot Power TDMA: <57dBm Adjacent Channel Selectivity TIA603C:65dB ETSI:60dB
IP67 waterproofed Battery Type Li-ion Hum and Noise -40dB@12.5KHz Spurious Response TIAB03C:75dB ETSI:70dB
Operating Temperature  -30C+60C Spurious Radiation Amema:%ﬁ 1126 7|'-!|SZGHZ :‘ggggrr: Rated audio power i\
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L. . Antenna Impedence 50Q 4FSK Digital Mode ; il Rated audio distorti 3%(T
(w/o antenna) « 8 hours digital voice recorder it £ (230 hooer T S M;Em;%%ﬂgm <5788m
. . Audio Output Power <1000mMW@16Q Modulation Maximum Deviation 2 5KHz@12.5KHz Spurious Radiation 7 p 20
* 3200mAh Li-ion Battery * Firmware upgrade il @ P 1GHz-12.75GHz <47dBim
. _ _ ] Battery capacity EE%%”L’ZTtgta”dard Nonactive Slot Power -57dBm
e Compatible with Mototrbo Tier | & Il e Private/Group/All Call : Y
. . Dimension(H*W*D) 126*58*37mm Digital Protocol ETSI TS 102 361-1-2-3
* Quick Text Message * Enhanced encryption
. D Weight 258g Vocoder Type AMBE+2TM
¢ | one Worker ¢ Zone selection via sidekey ‘
Audio Response +1dB~-3dB

Modulation BER(Bit Error Rate) <59
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Application scope:
Tourism, entertainment,restaurant, hotel, shopping hall Government, Police, public security
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DMK

DIGITAL TWO-WAY RADIO

[=] Quanzhou TYT Electronics Co., Ltd.
Address: Block 39-1, Optoelectronics—information industry
base, Nan'’an, Quanzhou, Fujian, China

. Website:www.tyt888.com  www.tytera.com

Nationwide Toll Free No.: 400-699-8858




